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PROPEDAL SHAFT

FAUX FLO DAMPER KIT FOR FOX FLOAT SHOCKS 2000-2013 WITH 9.5mm (3/8) SHAFT

Oil Specification:  Motorex 7.5wt (35 cSt)
IFP Depth:         See Table
IFP Fill:                Use Faux IFP Valve or Hypodermic needle
IFP Pressure:      Boost-Valve use pressure on sticker

All others 300psi min, 500psi max
Firmer damping requires higher
IFP pressure.

Shockcraft IFP 
Depth Fox FLOAT All Years

Size Metric Size Imperial IFP Depth (mm)
140x25 5.5x1.0 37
152x32 6x1.25 44
165x38 6.5x1.5 49
185x45 7.25x1.75 55
190x50 7.5x2.0 60
200x50 8x2.0 60
200x57 8x2.25 66
216x63 8.5x2.5 71

35 Stroke Metric Only 46
40 Stroke Metric Only 50
45 Stroke Metric Only 55
50 Stroke Metric Only 60
55 Stroke Metric Only 64
60 Stroke Metric Only 68
65 Stroke Metric Only 72
70 Stroke Metric Only 77
75 Stroke Metric Only 81
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SKU:         KSI-FAUXFLO-DAMPER9.5MM
NAME:     Faux Flo 9.5mm Damper O-ring Kit for Fox Float Shocks 
                (Shockcraft)
FITMENT:   2000-2014 FLOAT SHOCKS etc
DRAWN:  D.HISCOCK   DATE: 29 Mar 2021 REV 0A

BLUE = IMP O-RING   PINK = MET O-RING  YEL=PU ORING
RED  = QUAD-RING   WHITE= BACKUP RING
BLACK = SPECIAL TYPE
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